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To:  Garcia,  David[Garcia. David@epa.gov];  Martinez,  Maria[Martinez. Maria@epa.gov];  Brown, 

Jamesr[brown. jamesr@epa.gov] 

Cc:  Nelson,  Russeil[nelson. russeil@epa.gov] 

From:  McCoy,  Melinda 

Sent:  Fri  8/7/2015  4:31:12  PM 

Subject:  Animas  River  WQS 

NM  WQS  excerpt.pdf 


Hi  David  and  Maria, 


The  Animas  River  is  a eonsidered  elassified  water.  It  is  split  into  2 segments  between  the 
NM/CO  state  line  and  it’s  eonfluenee  with  the  San  Juan  River.  Estes  Arroyo  is  the  dividing  line 
between  the  2 segments.  (See  NMAC  20.6.4.403-404). 


The  table  below  shows  the  designated  uses  applieable  to  these  2 segments: 


Animas  from  confluence  with 
San  Juan  upstream  to  Estes 
Arroyo 

Animas  from  Estes  Arroyo 
upstream  to  NM/CO  line 

Marginal  eoldwater  and 
warmwater 

Coldwater 

Primary  Contact 

Primary  Contact 

Public  Water  Supply 

Public  Water  Supply 

Industrial  Water  Supply 

Industrial  Water  Supply 

Irrigation 

Irrigation 

Livestock  watering 

Livestock  watering 

Wildlife  Habitat 

Wildlife  Habitat 

The  eriteria  applieable  to  eaeh  of  these  designated  uses  ean  be  found  in  NMAC  6.4.900  (see 
attaehment).  I ean  eompile  all  of  this  into  an  Exeel  spreadsheet,  but  for  the  sake  of  time.  I’m  just 
ineluding  the  attaehment  right  now. 


Note  that  the  DO,  temperature,  and  pH  eriteria  differ  for  eaeh  aquatie  life  use: 
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Coldwater:  dissolved  oxygen  6.0  mg/L  or  more,  6T3  temperature  20°C  (68°F),  maximum 
temperature  24°C  (75°F)  and  pH  within  the  range  of  6.6  to  8.8.  Where  a single  segment-speeifie 
temperature  criterion  is  indicated  in  20.6.4.101-899  NMAC,  it  is  the  maximum  temperature  and 
no  6T3  temperature  applies. 


Marginal  Coldwater;  dissolved  oxygen  6 mg/L  or  more,  6T3  temperature  25°C  (77°F), 
maximum  temperature  29°C  (84°F)  and  pH  within  the  range  from  6.6  to  9.0.  Where  a single 
segment-specific 

temperature  criterion  is  indicated  in  20.6.4.101-899  NMAC,  it  is  the  maximum  temperature  and 
no  6T3  temperature  applies. 


Warmwater;  dissolved  oxygen  5 mg/L  or  more,  maximum  temperature  32.2°C  (90°F)  and  pH 
within  the  range  of  6.6  to  9.0.  Where  a segment-specific  temperature  criterion  is  indicated  in 
20.6.4.101-899  NMAC,  it  is  the  maximum  temperature. 


Fll  send  you  the  303d  information  as  soon  as  I gather  it. 


Thanks, 

Melinda 


Melinda  McCoy,  Environmental  Scientist 
Water  Quality  Standards  Program 
USEPA  Region  6 (6WQ-EW) 

1445  Ross  Ave.,  Ste.  1200 
Dallas,  TX  75202 


214-665-8055  (phone) 
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214-665-6689  (fax) 
mccov.melinda@epa.gov 
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